AMENDMENT NO. 1 MAY 2016 
TO 
IS 14252 : 2015 TEXTILES — HIGH DENSITY 
POLYETHYLENE (HDPE)/ POLYPROPYLENE (PP) 
WOVEN SACKS FOR FILLING SAND — SPECIFICATION 


(Second Revision) 
(Page 3, Table 2) — Substitute the following for the existing table: 


Table 2 Sample Size and Criteria for Conformity 
(Clause 7.3) 


Sl] No.of HDPE/PP No.of Sample Size Sample Size for Sample Size for 
No. Sacks in a Lot Bales to for Visual Breaking Strength of Breaking Strength 
be Inspection, HDPE/PP Fabric of HDPE/PP 
Sampled Dimensions, Before Exposing to Fabric after 
Ends, Picks UV- Radiation, Exposing to UV- 
and Mass Breaking Strength of Radiation 
Requirements Seam and Elongation Requirement and 
at Break Ash Content 
Requirements 
(1) (2) (3) (4) (5) (6) 
i) Upto25 000 3 12 8 1 
ii) 25001 to 50 000 5 20 10 2 
iii) 50 001 to 100 000 8 32 13 3 
iv) 100 001 to 250 000 12 48 18 4 


NOTE — If the number of the bales in a consignment exceeds 500, the same shall be split into 
number of lots each comprising maximum of 500 bales (1 Bale = 500 sacks). 


(Page 3, clause 7.1) — Substitute the following for the existing clause: 
‘7.1 Lot 
All the PP/HDPE woven sacks packed in bales of the same construction 
produced under similar conditions of production and delivered to a buyer shall 
be grouped together to constitute a lot.’ 

(Page 5, clause D-2.2, line 2) — Substitute ‘3 g’ for ‘30 g’. 


(Page 6, clause D-4.3, line 1) — Substitute ‘3 g’ for ‘30 + 2 g’. 
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